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Specification
Fluid
Max.Press. MPa
Max.Temp.
Expansion Amt. 20, 50 mm

(

Be sure to remove the

Shipping Washer and

Shipping Bolt after installation(Fixing point and quide execution).

13[Anchor Base Rolled Steel $S400 lset
12{Outside Pipe Rolled Milde Steel SPHC 1
11{Reninforce Pipe _ |Rolled Steel SS400 lset
10{Middle Ring Rolled Steel SS400 2
9|Inside Pipe Stainless Steel SuUs3i6L| 1
8| Control Ring Rolled Steel SS400 lset
7|Bellows Stainless Steel SUS316L| 2
6|Ring Rolled Steel 55400 2
5{Shipping Bolt Rolled Steel SS400 6set
4|Shipping Washer |Rolled Milde Steel SPHC 6
3|Guide Pipe Carbon Steel Tube STK 2
2|Flange Rolled Steel SS400 2
1|Packing Seat Stainless Steel SUS316L[ 2
No.| Name of Parts Material Q.TY
EXPANSION
TYPE EB-12 "ot

Approval M. Kume
Check H. Tange
Drawing T.Shinjo

(mm) Drawing No, Y-0176-6010
Size L Max.operating|Min.operating|Max.Expansion Anchor Base Dimension Flange JIS 20K RF Weight Date 80 0CT.2004
Length Length Length H J h D C G t n-h (kg)
125A 880 900 830 70 212.112001120]150]175]205]4. 1912701225]195 26 18-25 48.2 0 t
150A 930 950 880 70 235.1(2201160]180J215]235]4. 23]1305[260] 230 281]12-25] 58.5 INc.




